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All-round gasket tape Color Black
Temperature Range -85 and 480 °C

Material information
Flexitallic 774 is made of glass fiber impregnated with mineral oil and
graphite. Suitable for petrochemical and general industry.

Usage examples
As a gasket material in general purpose pumps, mixers and valves
Processing
The material is supplied on spools from which the desired piece can be
removed.
Measurement tolerance 7715-P3

Item Overview

Item Code Item Name Width (mm) Length (mm)

58100303 Flexitallic 774 Stopbuspakking 3x3 mm 8.000

58100404 Flexitallic 774 Stopbuspakking 4x4 mm

58100505 Flexitallic 774 Stopbuspakking 5x5 mm 8.000

58100606 Flexitallic 774 Stopbuspakking 6,5x6,5 mm 8.000

58100808 Flexitallic 774 Stopbuspakking 8x8 mm 8.000

58100909 Flexitallic 774 Stopbuspakking 9,5x9,5 mm 8.000

58101212 Flexitallic 774 Stopbuspakking 12,5x12,5 mm 8.000

58101414 Flexitallic 774 Stopbuspakking 14x14 mm 8.000

58101616 Flexitallic 774 Stopbuspakking 16x16 mm

58101919 Flexitallic 774 Stopbuspakking 19x19 mm 8.000

58102525 Flexitallic 774 Stopbuspakking 25x25 mm 8.000

We provide product information as known by us with great care. We cannot accept any liability for errors and/or inaccuracies and/or incompleteness. Please
note that our products are intended for professional use only. For high impact applications and/or combinations of limit values we always recommend to have
the properties specific to that situation verified by us. If there are multiple specifications for a product we will use the standard of 2mm or the closest
specification.
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